








Modular Design
All systems feature Trained Customer Replaceable Units, which
trained operators can replace quickly to maximize uptime with-
out calling for service.

Decurl Unit
Curled sheets can be an issue for high-volume printing. The
Decurl Unit helps reduce the risk of curling for higher through-
put and accurate stacking.

DU5000 Decurl Unit: The Decurl Unit helps reduce the risk of curling for higher
throughput and accurate stacking.

RT5030 LT Large Capacity Trays: Customize the printer with
your choice of Large Capacity Trays for feeding all types and
sizes of documents.

FD5000 Multi-Folding Unit: Meet a wide range of folding requirements with the versatile 
Multi-Folding Unit.

TR5020 Booklet Trimmer (optional),
SR5020 Booklet Finisher (optional):
Create professional booklets with your
choice of two-position stapling, saddle-
stitching, trimming and hole punching.

BY5000 Multi 
Bypass Tray

RT5040 DLT Large Capacity Trays (optional/not shown): Customize the system with
your choice of Large Capacity Trays for feeding all types and sizes of documents,
including media sizes up to 13" x 19.2".

CI5010 Cover Interposer (optional/not shown): Energize black & white documents 
with preprinted color covers or color insert sheets. Each tray holds up to 200 sheets, up 
to 13" x 19.2" in size.

SR5000 Finisher (optional/not shown): Staple up to 100 sheets in multiple positions with
a 3,000-Sheet Finisher.

SK5010 High Capacity Stacker (optional/not shown): Accept high-volume finishing jobs
without hesitation. This stacker holds up to 5,250 sheets and can be connected to a second
stacker to hold up to 10,250 sheets.
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Bringing Savin Value to Your Organization
Savin technology offers a diverse portfolio of solutions to help your organization 
stay competitive and move ahead. Let Savin show you how to empower your business
to improve critical processes, keep information secure, ensure compliance and promote
environmental sustainability while reducing the total cost of ownership.
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GENERAL SPECIFICATIONS
Media Weights Trays 1, 2, 3: 14 lb. Bond – 

80 lb. Cover (52-216 g/m2)
LT LCT Trays 4, 5: 14 lb. Bond – 
80 lb. Cover (52-216 g/m2)
LT LCT Tray 6: 14 lb. Bond – 
90 lb. Cover (52-163 g/m2)
DLT LCT Trays 4, 6: 14 lb. Bond –
95 lb. Cover (52-256 g/m2)
DLT LCT Tray 5: 11 lb. Bond – 
100 lb. Cover (40-300 g/m2)

Automatic Duplex Standard
Standard Media Capacity 3,000 sheets

Tray 1: 2 x 1,000-Sheet Tray
Tray 2: 1 x 500-Sheet Tray
Tray 3: 1 x 500-Sheet Tray

Power Requirements 208 – 240V, 50/60 Hz, 20A
(dedicated outlet)

Dimensions (WxDxH) 41.3" x 33.9" x 39" (includes 
decurl unit)

Weight 705 lbs.

PRINTER SPECIFICATIONS (STANDARD)
Dual Controller
Controller #1
CPU Intel Pentium M 1.4 GHz
Memory 512 MB standard
HDD Capacity 160 GB
Standard Connectivity 100Base-TX/10Base-T Ethernet,

1000Base-T Ethernet
Network Protocol TCP/IP

Controller #2
CPU Freescale MC7448 1.7 GHz
Memory 1 GB  
HDD Capacity 160 GB
Print Speed Pro 907: 90 pages-per-minute

Pro 1107: 110 pages-per-minute
Pro 1357: 135 pages-per-minute

Resolution 300, 600, & 1200 dpi
Drivers PCLXL, PCL5e, Adobe® PostScript®

3™, Genuine IPDS (optional)
Fonts PCL: True Type Font 80

PS3: 136
Standard Connectivity (2) 1000Base-T/100Base-TX/

10Base-T Ethernet
(One is used to connect Dual 
Controller), IEEE 1284

Operating System Windows 2000, Server 2003,
Server 2008, XP, Vista
Mac OS X 10.5 or later

Network Protocol TCP/IP, AppleTalk (Bonjour not
supported)

DU5000 Decurl Unit
Dimensions (WxDxH) 6.7" x 28.7" x 39"
Weight 66 lbs.
Power Consumption From mainframe
Decurl Function Pressure Adjustment: 5 steps

Curl Type: Back curl/Face curl
Purge Function 10 sheets

SYSTEM ACCESSORIES
RT5030 LT Large Capacity Tray (Optional)
Media Sizes Supported 5.5" x 8.5" to  9" x 12"
Media Capacity 1,000 sheets (Tray 4)

1,000 sheets (Tray 5)
2,550 sheets (Tray 6)

Media Weights 14 lb. Bond – 80 lb. Cover (Tray 4/5)
14 lb. Bond – 90 lb. Index (Tray 6)

Dimensions (WxDxH) 21.2" x 28.7" x 38.6"
Weight 194 lbs.

TK5010 DLT/A3 Tray Kit* (Optional)
Dimensions (WxDxH) 19.5" x 21" x 6.9"
Weight 22 lbs.
Media Sizes Supported 8.5" x 11", 8.5" x 14",

11" x 17"

Media Capacity 1,000 sheets
*This option is put on the Tandem LCT in Tray 1 of base unit
and can feed DLT or A3 media 

RT5040 DLT Large Capacity Tray (Optional)
Media Sizes Supported 5.5" x 8.5" to 13" x 19.2"
Media Capacity 1,000 sheets (Tray 4)

2,000 sheets (Tray 5)
1,000 sheets (Tray 6)

Media Weights 14 lb. Bond – 95 lb. Cover 
(Tray 4/6)
11 lb. Bond – 100 lb. Cover 
(Tray 5)

Dimensions (WxDxH) 38" x 28.7" x 38.6"

SR5000 3,000-Sheet Finisher with 100-Sheet Stapler
(Optional)

Media Weights Proof Tray: 16 lb. Bond – 
80 lb. Cover (52-216 gsm)
Shift Tray: 14 lb. Bond – 
100 lb. Cover  (52-300 gsm)
(257-300 gsm simplex only)
Z-Folding: 18 – 20 lb. Bond

Shift Tray 3,000 sheets (8.5" x 11")
1,500 sheets (8.5" x 14"/11" x 17")
1,000 sheets (13" x 19.2")

Proof Tray 500 sheets (8.5" x 11" or smaller)
250 sheets (8.5" x 14" or larger)

Staple Capacity 100 sheets (letter, based on 
20 lb. Bond)

Hole Punching (Optional) 2 or 3 holes
Dimensions (WxDxH) 31.5" x 28.7" x 38.6"
Weight 165 lbs.

CI5010 Cover Interposer (Optional)
Media Sizes Supported 5.5" x 8.5" to 13" x 19.2"
Media Capacity 2 x 200 sheets
Media Weights 17 – 58 lb. Bond/110 lb. Index  

(64-216 gsm)
Dimensions (WxDxH) 27.9" x 28.7" x 50"
Weight 99.2 lbs.

BY5000 Multi Bypass Tray (Optional)
Media Capacity 500 sheets (based on 8.5" x 11")
Media Sizes Supported 5.5" x 8.5" to 12" x 18" (RT5030)

5.5" x 8.5" to 13" x 19.2"
(RT5040)

PU5000 Punch Unit (Optional)
Punch Type 2 or 3 holes (user-selectable)
Weights Punched 16 lb. Bond – 90 lb. Index

SR5020 Booklet Finisher (Optional)
Media Sizes Supported Up to 13" x 19.2" (max.)
Media Weights Proof Tray: 16 – 40 lb. Bond,

50 – 80 lb. Cover,
90 – 110 lb. Index 
(without Z-Folding)
Shift Tray: 14 lb. Bond,
100 lb. Cover (without Z-Folding),
18 – 28 lb. Bond (Z-Folding)

Stacking Capacity Proof Tray: 250 sheets (8.5" x 11"
or smaller)
50 sheets (8.5" x 14" or larger)
Shift Tray: 2,500 sheets 
(8.5" x 11" LEF)
1,500 sheets (8.5" x 11" 
SEF, 11" x 17" SEF)
1,000 sheets (13" x 19.2" 
or smaller)
500 sheets (5.5" x 8.5" LEF)
100 sheets (5.5" x 8.5" SEF)
30 sheets (Z-Folding media)

Staple Capacity 100 sheets (based on 8.5" x 11",
80 g/m2)
50 sheets (based on 8.5" x 14",
11" x 17", 80 g/m2)

Saddle-Stitch Media Size: 8.5" x 11" – 
13" x 19.2"
Media Weight: 18 – 24 lb. Bond
Staple Position: Center 2 positions
Staple Capacity: 20 sheets 
(18 – 20 lb. Bond),
15 sheets (20 – 24 lb. Bond)

Hole Punching (Optional) 2 or 3 holes

TR5020 Booklet Trimmer (Optional)
Dimensions (WxDxH) 43.9" x 35" x 21.9"
Weight 152 lbs.
Power Consumption 120V, 60Hz
Trimming Type One side edge
Trimming Capacity 40 sheets after folding
Media Sizes Supported 5.5" x 8.5" – 13" x 19.2"
Stacker Full Detection Yes

SK5010 High Capacity Stacker (Optional)
Dimensions (WxDxH) 35.4" x 38.6" x 28.7"
Weight Stacker: 265 lbs.

Cart: 33 lbs.
Power Consumption 120V, 60Hz
Media Sizes Supported Proof Tray & Shift Tray:

Up to 13" x 19.2"
Media Weight 14 lb. – 100 lb. Cover
Stack Capacity Proof Tray: 250 sheets

Shift Tray: 5,000 sheets (output
jogger standard)

Roll Away Cart Yes (includes one cart, additional
cart is available)

FD5000 Multi-Folding (Optional)
Copy Dimensions (WxDxH) 18.3" x 28.7" x 38.6"
Power Consumption 120V, 60HZ
Folding Patterns Z-Fold, Half-Fold/Print inside, Half-

Fold/Print outside, Letter Fold-
in/Print inside, Letter Fold-in/Print
outside, Letter Fold-out, Double
Parallel/Print inside, Double
Parallel/Print outside, Gate-Fold/
Print inside, Gate-Fold/Print outside

Media Sizes Supported 8.5" x 11" – 13" x 19.2"

SECURITY
Authentication (Windows, LDAP, Basic)
Secure Socket Layer Support
Network Protocol On/Off
PDF Password
Driver Encryption Key (M Driver)
Data Overwrite Security System

For maximum performance and yield, we recommend 
using genuine Savin parts and supplies.




